











Step 6. Installing the Lower Stabilizing Foot.

Before you attach the gate to your wall you need to install the
Lower Stabilizing Foot(B). To do this simply push the male
mounting area into the lower open end of the rectangular frame

tube as shown in Diagram 10
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Step 7. Installing the gate to the Wall. Final Adjustment

Adjust the Threaded Adjustment Rods so that the flat end of each
rod is just slightly against the Wall Mounting Brackets. Helpful
Hint: It is easier if you mount one side the gate at a time. Once the
Threaded Adjustment Rods are adjusted simply drop the flat end
of the adjustment rod into the half circle mounting slot at the
bottom of each Wall Mounting Bracket. The flat ends of the
adjustment rod should lock in the slot automatically as shown in

diagram 11. Now repeat this procedure on the other side of the
gate. Adjust the Threaded Rods so that all the Threaded
Adjustment Rods have equal amount of threaded rod showing.
IMPORTANT : The maximum exposed length between the flat
ends of the Threaded Adjustment Rods and the Wall Mounting
Brackets should not exceed more than three inches.
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Step 8. Tighten the lock nuts on the Adjustment Rods

Once you have the proper adjustment and the gate is mounted to
the wall, you need to tighten the locking nuts on each adjustment
rod. To do this simply turn the locking nut " counter " clockwise
until it hits the end of the gate frame, then gently tighten the
locking nut using the wrench provided
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Step 9, Removing the Gate from tile Wall

To Remove your gate from the wall mounting brackets simply
push in on the Pointed Disengagement Button at tile top of each
Wall Mountmg Bracket and lift up on the gate.

Disengagement
Button

The limitations regarding the use of the included mounting
hardware as follows:

1. Gate must be installed in a structurally strong opening.

2. Screws provided are for mounting directly into wood. If
mounting into brick or drywall or other surface, you need to use
appropriate screws.

CARE AND MAINTENANCE

Periodically check the gate for sign of damage, wear or for
missing components. Do not use if any part is missing, worn or
damaged components. Check the gate regularly to make sure
all the hardware and mountings are tighten. Do not use
abrasive cleaners or bleach.

Clean it by sponging with warm water and mild detergent.
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